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Our leak detector comes with a handy carrying case, flexible extension tube, parabola and headphones.

TYPICAL VALUES

32 to 100°F (0 to 38°C)

 -40 to 150°F (-40 to 66°C)

6.3oz. (180g)

7.3"x2.5"x1" (185.4mm. X 63.5mm. x 25.4mm.)

Operating Temperature

Storage Temperature

Weight 

Dimensions 

Frequency Response

Battery Life

Performance

Battery Test

Case

33 Hours with a 9V Alkaline Battery

Ultrasonic Leak 

Detector

technology to accurately pinpoint any small holes during

The Ultrasonic Leak Detector is the most advanced hand-held 

leak detector on the market today.  Using the latest in 

pin holes while performing vacuum integrity tests during your

sub-sonic detection technology, it can be used to locate any 

battery-operated compact model uses ultrasonic detection

resin infusion and/or vacuum bagging operations.   This
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damaging leak.  Our leak detector also features 3 sensitivity settings to optimize functionality.

sweep the surface of the part.
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and other areas susceptible to leaks.  If no leaks are detected in the high risk areas, methodically 

Meets the ASTM E1211-07

LED Color Indicator: Green Good; Red Replace

High Impact ABS Plastic

Power Consumption

35 kHz to 45 kHz + 6 db

22 mA at 9 Volts DC

AVAILABILITY:

Technical information furnished is based on laboratory findings and is believed to be correct.  No warranties of any kind are made except that the materials are of 

standard quality.  All risk and liabilities arising from handling, storage and use of product, as well as compliance with applicable legal restrictions rest with the buyer.  

Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.
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TECHNICAL DATA:

ULTRASONIC LEAK DETECTOR

DESCRIPTION:

If a vacuum loss is noted during leak check, use the leak detector fitted with the extension tube and

Handheld Leak Detector

APPLICATION:

The above values are "Typical Values" which have a nominal range about them and are not

parabolic amplifier and sweep the edges of the part.  Carefully check the sealed edges, vacuum port

a vacuum integrity test.

Use the included headphones to block out ambient noise 

along with the LED indicator to accurately pinpoint a 
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