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Adhesive Thickness

PACKAGING SPECIFICATIONS:

Core I.D. 3" Roll length: 36 yards Width:  0.5 to 21.5"

TYPICAL VALUES

PTFE Film

0.003 in. (0.008 cm)

Silicone

0.0015 in. (0.004 cm)

25 oz./in. (279.03 g/cm)

100%

3,000 volts / mil

500°F (260°C)

Govt. Specifications Pass

Approved - Flame Retardant/Cold Resistant

13,000 psi min. (89.6319 mpa min.)

Mil-A-A59474       previous 

Mil-I-23594C TY1

Elongation

Dielectric Strength

U.L Approved

TEST METHOD

ASTM D-1000

ASTM D 3759/ASTM D 882

ASTM D 3759/ASTM D 882

ASTM D 149

File no. E179854

204-3

Technical information furnished is based on laboratory findings and is believed to be correct.  No warranties of any kind are made except that the materials are of 

standard quality.  All risk and liabilities arising from handling, storage and use of product, as well as compliance with applicable legal restrictions rest with the buyer.  

Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.

TECHNICAL DATA SHEET

TECHNICAL DATA:

204-3 SKIVED PTFE FILM Tape

DESCRIPTION:

204-3 is a pressure sensitive tape using a skived and tensilized PTFE film coated with a high  

temperature silicone adhesive.  The tensilized film provides higher tensile strength, lower

slot liners and harness wrapping where good insulation and heat resistance properties are needed. 

204-3 is used primarily in electrical applications such as coil wraps and separators, transformers, 

Skived PTFE Film with High Temp. Silicone Adhesive

APPLICATION:
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204-3 is also used in mechanical applications requiring high temperature resistance and a non-

The above values are "Typical Values" which have a nominal range about them and are not

stick surface such as roll protection in flat die extrusion.

elongation and higher dielectric strength than regular skived film.
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