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The above values are "Typical Values" which have a nominal range about them and are not

intended for specification purposes.

Premium Toolkote-05 is a pressure sensitive tape using PTFE impregnated fiberglass  that is coated 

with a silicone or acrylic adhesive.  It has a thicker PTFE backing than Toolkote-05 allowing for less 

wear and more potential releases. It also features Laminated PTFE to coat the fiberglass reinforcement 

which adds more resistance to wear and abrasion.

Super Premium Toolkote-05 is used to provide releases on all types of tooling surfaces. It 

eliminates the need for release coatings that could be potential contaminanting, and is especially 

useful on composite tools and press platens. Super Premium Toolkote-05 gives optimum releaase, 

low friction, electrical insulation, dimensional stability, and temperature resistance. Super Premium 

Toolkote-05 can also be used for flash control, chute lining, heat-sealing machines, covering of 

coating and drying rolls, linings for guide rails, and any other non-stick, low friction applications.

APPLICATION:

500°F (260°C)

Acrylic Max. Operating Temp. 350°F (177°C)

Backing Material

Backing Thickness 

Adhesive System

AVAILABILITY:

Adhesive Thickness

*  -S = Silicone    -A = Acrylic

Technical information furnished is based on laboratory findings and is believed to be correct.  No warranties of any kind are made except that the materials are of 

standard quality.  All risk and liabilities arising from handling, storage and use of product, as well as compliance with applicable legal restrictions rest with the buyer.  

Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.

ASTM-D 1000

Available in widths from 1/4" to 36" in 18 or 36 yard roll lengths

62 oz./in. width

1.8 lb. (nom.)

Adhesion

Silicone Max. Operating Temp. 

Tear Strength

Tensile Strength 135 lb./in. width (nom.)

PTFE coated E-fiberglass

0.005"

Silicone or Acrylic

TECHNICAL DATA:

ASTM-D 3759

ASTM-D 3759

Super Premium Toolkote-05

0.0022"

Test Method Data

TECHNICAL DATA SHEET

Super Premium Toolkote-05

DESCRIPTION:

PTFE Tape with Silicone or Acrylic Adhesive
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